
[image: image1.png]MERCURY




A Division of A & G Manufacturing, Co., Inc.

Model 700D Tow Tractor Order Form
Dealer Name ___________________   Ship To Address 
_____________________________________
Purchase Order  # __________________                                          ____________________________________________

Date  ___________________________                                         
____________________________________________

End User  ________________________                                         
____________________________________________
Authorized Signature___________________________

S/N ____________________  Job # AGM-_____
Please fill in the quantities and select the model of tow tractor that you are requiring.  Also please select the type of fuel and engine you require.  (The current models available are 751D, 761D, 752D, and 762D.)  

	Qty.
	Model
	Description
	36V
	48V
	Sep. X
	EV100

	
	____D
	__000# Draw Bar Pull Tow Tractor
	
	
	
	


 Please check the options you require and specify if you have special instructions for that specific option:                                                                                                                                                                                                         

	Check
	Options
	Description
	Special Instructions

	
	751-89
	Basic Enclosure With Wiper & Roll-Up Doors
	

	
	751-12
	Deluxe Cab, With Wiper, Heater & Fan
	

	
	751-13
	Overhead Guard
	

	
	   751-15A
	Battery Roller Tray
	

	
	751-41
	Backup Alarm
	

	
	751-44
	Rotating Amber Light 
	

	
	751-45
	Turn Signals
	

	
	751-87
	Hood & Side Panels
	

	
	751-08
	EV100LX
	

	
	751-11
	SRE Solid State Controller
	

	
	752-08
	Power Steering
	

	
	751-46
	Flashing Amber Light
	

	
	751-52
	BX-51 Eye Coupler
	

	
	751-86A
	Lever/Cable Hitch Release
	

	
	751-54
	BX-50 Hook & Bracket
	

	
	751-56
	ZB98 Hitch
	

	
	460-57
	ZB98 with Quick Release (Ford/Chrysler)
	

	
	751-61
	Passenger Seat
	

	
	751-62
	Grammer Seat, Cloth
	

	
	751-63
	Fire Extinguisher
	

	
	751-70
	36-48 Volt Low Battery Drive Interrupt, Curtis 933
	

	
	751-83
	Solid Pneumatic Tires
	

	
	751-88 
	Drip Pan
	

	
	
	
	


	
	Other Option’s
	Description
	Special Instructions
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A Division of A & G Manufacturing, Co., Inc.

Model 700D Tow Tractor Order Form
Dealer Name: _____________________


Purchase Order # _____________________

S/N ____________________ 




 Job # AGM-_______
General Information:
Hitch Requirements:

Distance From Ground

To Centerline of Hitch: _______ Inches  

    
Hitch Type: __________________________
Remote Pull Required: ____ Yes  ____ No


Hitch Extension Length if Required: _______ 

Speed Requirements: _______ Mph.





Paint Color:  Alert Orange ____  Safety Yellow ____  Other ____________
If Other Was Selected For Paint Color Please Provide Manufacturer, Product Number, and Color:

_____________________________________________________________________________________

Cab Installation:  Factory _______ 
 Dealer _______  
Est. Cab Weight:________ Lbs.

Battery Dimensions:________L  ________W  ________H

Battery Voltage:________ Connector:________
Battery Weight:________Lbs.

Hood & Side Shield Required:____Y  ____N

If Roller Equipped Battery Access:_____Left _____Right _____Both

Special Instructions:___________________________________________________________________

________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________
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